Tetra Tech, Inc.

4213 State Street, Suite 100

Santa Barbara, CA 93110-2847

VOICE (805) 681-3100 FAX (805) 681-3108

.

Project: Vandenberg Air Force Base IRP
Log of Well No. 14-MW-4

Location: Approx. 1000 ft southwest of Bldg. 1754, 400 ft
west of Watt Road and 200 ft east of railroad tracks.

Date Started: 02/08/00 Completed: 02/11/00 4" PVC Blank Casing:  from 0 ftbgsto 101.8 ftbgs
Logged By: S. Dodson Checked By: K. McNamara, R.G. 0.01" Screening Casing:  from 101.8 ftbgsto 111.8 ftbgs
Drilled By: B. Sandoval, Valley Well Drilling KM #6678 Bentonite/Cement Grout:  from 0 ftbgsto 75 ftbgs
Drilling Equipment: ATV B-61 Mobile Drill, 10-inch HSA Bentonite Transitional Seal: ~ from 75 ftbgsto 99 ftbgs
Sampling Equipment: Prepacked 2/12 Sand Filter Pack: from 101.8 ftbgsto 111.8 ftbgs
GS Elev.: 119.3 ft above MSL TD: 113.0 ft bgs TOCElev.: 12212  ftabove MSL
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63 ftbgs W Groundwater depth during drilling
TC Number: A234-06

TETRA TECH, INC.

59.3 ftbgs X/ Groundwater depth after well development on: 2/17/00
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Tetra Tech, Inc.

4213 State Street, Suite 100

Santa Barbara, CA 93110-2847

VOICE (805) 681-3100 FAX (805) 681-3108

Project: Vandenberg Air Force Base IRP
Log of Well No. 14-MW-4

Location: Approx. 1000 ft southwest of Bldg. 1754, 400 ft
west of Watt Road and 200 ft east of railroad tracks.
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Tetra Tech, Inc. Project: Vandenberg Air Force Base IRP
4213 State Street, Suite 100 Log of Well No. 14-MW-4
Santa Barbara, CA 93110-2847
] VOICE (805) 681-3100 FAX (805) 681-3108 Location: Approx.1000 ft southwest of Bldg. 1754, 400 ft.
o7 west of Watt Road and 200 ft. east of railroad tracks.
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Tetra Tech, Inc.

4213 State Street, Suite 100

Santa Barbara, CA 93110-2847

VOICE (805) 681-3100 FAX (805) 681-3108

Project: Vandenberg Air Force Base IRP
Log of Well No. 14-MW-4

Location: Approx. 1000 ft southwest of Bldg. 1754, 400 ft
west of Watt Road and 200 ft east of railroad tracks.

MATERIAL DESCRIPTION

Well |
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very dense, wet, few iron staining.

85 |—

90 |—

95

. [Material
" -| Symbol

S

XK

D

N

N

QX

D

W

W

N

Begin bentonite
transition seal.
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Tetra Tech, Inc.

4213 State Street, Suite 100

Santa Barbara, CA 93110-2847

VOICE (805) 681-3100 FAX (805) 681-3108

Project: Vandenberg Air Force Base IRP
Log of Well No. 14-MW-4

Location: Approx. 1000 ft southwest of Bldg. 1754, 400 ft
west of Watt Road and 200 ft east of railroad tracks.

MATERIAL DESCRIPTION

Material
Blow
Counts
per 6"
Percent
Recovery
PID (ppm)
Amb/Smp

REMARKS

silty sand, brown (7.5YR 4/2), fine grained, poorly
graded, subrounded, loose, wet, few silt, alluvium.

15 |—

silty clay, black (7.5 YR 2.5/1), dense, wet, little silt,
few fine sand.

shale, weathered, Monterey Shale.

‘|Material
. { Symbol

100 T _'.' -.

110 [ ———mm o o] o

@99 ft, end of
bentonite
transition seal.

Driller notes
gravel or cobbles
chattering on
auger.

115 |—

120

End drilling 1015.
Drilled 10-inch hole
to 113 ft bgs.
Construct 4-inch
well from 112 ft
using 0.01-inch
prepack screen.
All casing

Sched. 80 PVC.
Heaving sands.
Total depth 113 ft.

TC Number: A234-06
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